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Welded Soft Shell Jacket
J324

Back-Block  Soft Shell Jacket
J336

You'll stay warm and protected from wind and rain in this 
value-priced soft shell. Welding details on the pockets 

and  at the elbows give this jacket a sharp, technical look.
100% polyester woven shell bonded to a water-resistant 

film insert and a 100% polyester microfleece lining



 Camouflage Colorblock Soft Shell
J318C | L318C

Rugged Ripstop Soft Shell Jacket
EB534 | EB535



Core Soft Shell Vest
J325 | L325

Fleece Vest
F219 | L219.

100% polyester woven shell bonded to 
a water-resistant film insert and a 
100% polyester microfleece lining

1000MM fabric waterproof rating | 
1000G/M2 fabric breathability rating | 

Reverse coil zippers | 
Zip-through cadet collar with chin 

guard | Front zippered pockets | Open 
hem

13.8-ounce, 100% polyester | 
Twill-taped neck 

Reverse coil zipper | Chin guard | 
Bungee cord zipper 

pulls | Tricot-lined armholes | Front 
zippered pockets

Open hem with drawcord and toggles 
for adjustability



Lightweight Charger Jacket
J329

 Charger Jacket
J328

100% polyester Taslan shell | 100% polyester 
lightweight fleece body lining

|100% polyester sleeve lining | Front zippered pockets | 
Vislon® zipper | Interior pocket 

Port Pocket™ for easy embroidery access | Elastic cuffs 
with adjustable self-fabric 

tabs and hook and loop closures | Elastic waistband

100% polyester Taslan shell | 100% polyester fleece 
body lining | 100% polyester 

heavyweight sleeve lining with 3-ounce polyfill | 
Vislon® zipper | Front zippered 

pockets | Interior pocket | Rib knit cuffs and waistband | 
Port Pocket™ for easy 

embroidery access



Heavyweight Full-Zip Hooded 
Sweatshirt with Thermal Lining

CS620

Washed Duck Cloth Vest
CSV40

This durable hooded sweatshirt has a thermal lining to 
help keep you warm and comfortable in all types 

of weather
. 

12-ounce, 60/40 cotton/poly | 9-ounce, 100% polyester 
thermal lining for extra warmth | Interior cellphone 

pocket | Rib knit cuffs and
waistband | Brass zipper | Drawcord with brass eyelets | 

Front hand warmer pockets | Port Pocket™ for easy 
embroidery access

Rugged and ready to take on the toughest jobs, this 
warm, soft, layerable 

vest is enzyme-washed for a lived-in look and easy fit. 
The length allows tool-belt access, but is also ideal for 

everyday use.
12-ounce, 100% cotton enzyme-washed duck cloth | 

100% polyester taffeta lining 
quilted to 6-ounce, polyfill insulation | Rib knit collar | 

Metal rivets at crucial stress points
Front hand warmer pockets | Interior pocket with hook 

and loop closure
Port Pocket™ for easy embroidery access



Washed Duck Cloth 
Insulated Hooded Work Jacket

CSJ41

Duck Cloth Work Jacket
J763



 Puffy Vest
J709 | L709

ANSI 107 Class 3 Safety 
Windbreaker

CSJ25
Stay safer in inclement weather in this high-visibility 

windbreaker.
ANSI/ISEA 107 Class 3 certified

Water resistant 100% PU shell, 100% polyester 
backing

8000MM fabric waterproof rating
Snap-off hood with drawcord and toggle for 

adjustability
Two-way black Vislon zipper

Internal storm flap
Half-elastic adjustable tab cuffs with hook and loop 

closures
2-in. wide reflective taping on front, back and 

sleeves
Two welt pockets

Drawcord hem with toggle adjustability
This garment must be fully zipped to be in 

compliance with 
ANSI/ISEA 107 standards

The hood must be detached and stowed when not in 
use to be in 

compliance with ANSI/ISEA 107 standards



ANSI 107 Class 3 Waterproof Parka
CSJ24

Enhanced Visibility Challenger™ 
Jacket with Reflective Taping

SRJ754ANSI/ISEA 107 Class 3 certified
100% polyester shell and lining

8000MM fabric waterproof rating
Fully waterproof and seam-sealed

Two-way Vislon zipper
Hideaway hood

Storm flap with snap closure
2-in. wide reflective taping on front, back and sleeves

Half-elastic adjustable tab cuffs with hook and loop 
closures

Interior pocket with hook and loop closure
Two large lower pockets

Drawcord waist and hem with toggle adjustability
This garment must be fully zipped to be in compliance 

with 
ANSI/ISEA 107 standards


